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Trabecular Structure System is based on the clinically proven design

principles & extensively documented results of time tested implants. Certain technical

improvements brought about by experience & newer developments in production 

technology further enhances the exceptional longevity & safety of this system.

Acetabular Shell

Trabecular Structure Acetabular Shell is of Titanium Alloy

Ø Unique melting technology melts & sinterizes specific 
portion of titanium powder to create 3D Trabecular 
Structured Matrix.

The randomized size and geometrical shape of the titanium trabecular surface 
provides optimal structure for bone in growth and secondary biological 
fixation of the implant.

Melting Process takes place in an inert atmosphere to avoid oxidation of 
titanium powder.

Plusfit Matrix cup's trabecular structure mimics human trabecular structure of 
cancellous bone and there by promotes bone growth.

Plusfit Matrix trabecular structure cup provides complex structure with light 
weight components 

Special taper fit mechanism offers firm seating of the polyethylene insert into 
the cup.

Optional screw fixation to enhance cup stability.

Size range : 44 mm to 60 mm.
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Acetabular Insert

Acetabular Insert is of UHMWPE
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Locking mechanism allows liner to resist transverse and tipping forces and minimizes micromotion 
by providing a secure point of stabilization.

O20  hooded insert protects against dislocation without significantly restricting the range of 
motion.

Acetabular Inserts available to pair with 28 mm / 32 / 36 mm Ball Head.

Fixation Screws

Fixation Screws is of Titanium Alloy

Ø Available in sizes from 20 mm to 30 mm in 2 mm increments.
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